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Cable Corridor

Indicative cable duct trench (only located on one side of
roadway across majority of the site). Cable trench can be
located on either side of the road surface but where possible it
should be located on the upstream side of the road surface.

6.0m width ,

vy —2 K 3 a .
o - i 4.94 34 .
" / - 4 4 . - — = —a2 }\ Up to 500mm of selected granular fill
< <« e ‘ o '
4, , < N . ToLea 4
4 4 ° < . .
Cable Corridor 7
Existing Floated Access Track .. o
49 4 -

L LA L L L L L S L L L L L L L L L L L L L L L L L L L 2N st e

Peat

Indicative cable duct trench (only located on one side of

roadway across majority of the site). Cable trench can be DRAWING TITLE:

located on either side of the road surface but where possible it . .
Type B Upgrade of Existing

should be located on the upstream side of the road surface.
Floated Access Tracks

PROJECT TITLE:

Cahermurphy Two Wind Farm, Co.
Clare
DRAWING BY: CHECKED BY:
POR H
PO 170238 AN 170238 - 43
SCALE: DATE:
1:50 @ A3 02.09.2020

OS SHEET No.:

4315, 4316, 4317, 4318, 4373, 4374, 4375, 4376,
4431, 4432, 4333, 4334, 4490, 4491, 4492, 4493

FEHILY Cork | Dublin | Carlow
T I M 0 N E Y www.fehilytimoney.ie






